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The VIVA 4IP is a stylish, weather-resistant (IP55) two-way loudspeaker designed for indoor and 
outdoor background music applications. It features a 4" low-frequency driver and a 1" silk dome 
tweeter for smooth, balanced sound reproduction. The enclosure is constructed from durable ABS 
plastic with a sleek, contemporary finish, ensuring both performance and visual appeal. A rear-
mounted, ultra-slim power selector provides easy configuration for 100V line systems. Installation is 
flexible, thanks to a unique semi-circular U-bracket and rotating AMC logo, allowing both horizontal 
and vertical mounting with angle adjustment. Available in black or white to complement a variety of 
design environments.

Technical Specifications VIVA 4IP

Rated power 20 W (8 Ω)

Transformer power taps 20 W - 10 W - 5 W - 2.5 W - 8 Ω

Sensitivity 89 dB (1 W / 1 m)

Maximum SPL 102 dB (Pmax / 1 m) at 3254 Hz

Frequency response 90 Hz – 20 kHz

Dispersion at 1000 Hz 150° (H), 120° (V)

Protection IP 55

Driver dimensions 4” (101 mm) woofer, 1” (25 mm) tweeter

Dimensions 205 mm × 188 mm x 132 mm

Weight 2.1 kg

Material Housing - ABS plastic, grill - aluminum, U-bracket - steel

Colour White (RAL9016), Black (RAL9017)
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